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PRISTA® ULTRA FE 5W-30 e

CUHTeTUYeCKOe MOTOPHOEe MAC/N0 ANA NIerKOBbIX asTomobunei

OnucaHue u npumeHeHue

Prista® Ultra FE 5W-30 cuMHTETMUeCcKOe BCECe30HHOe MOTOPHOE Mac/io, W3rOTOBJEHHOEe M3 TLATeNbHO
Nnof06paHHbIX BbICOKOKA4YeCTBEHHbIX 6a30BbIX Macen, cneLmanbHo pa3paboTaHo, A8 COOTBETCTBUA cneumbuKkaumm
Ford WSS-M2C913-D, KoTopaa umeet obpaTHyto coBmecTumocTb ¢ Ford WSS-M2C913-A/B/C. OHa oTan4vaetcA
Y/Iy4LWEHHbIMM 3KCMIYaTaLMOHHBIMKW CBOMCTBAMMU, M 0becnevnBaeT SKOHOMMS TONANBA (>3%).

Prista® Ultra FE 5W-30 aBnsetca cneumanbHbIM Maciom ana mogeneii Ford (6eH3nHOBbIE M AM3enbHble, B TOM
yncne c caxesbiMn dunbTpamm) ¢ 2009 ropa BbinNycka. Tak e NoAXOAMT ANA aBTOMOOMIEN OCHaLLeHHbIX
asuratenem 2.2 Duratorg TDCI, v Tak e 0bpaTHO COBMECTUM CO BCEMW AM3e/bHbIMK ABuratensmu Ford, kpome
OCHalLleHHbIX Hacoc-popcyHKamu (Galaxy |1 n 1) u Ford KA (gu3enbHbiii u 6eH3nHoBbIN ¢ 2009).

MNpeumyuiecrtsa
— TpeBocxogHasn 3KOHOMMA TONAUBA, 7 CHELI,VIC]JVI Kauuu
COKpalLeHue Bbibpoca CO2 SAE 5W-30
— [onHaa 3awmTa ABuratena- noagepiKusaer ACEA A5/B5
yncToTy API SL
— YBepeHHbI 3anycK 3MMOW- OTIMYHAA TEKYYeCTb FORD WSS-M2C913-D
npu OTPULATENbHBIX TEMNEPATypax RENAULT RN 0700
Jaguar-Land Rover STJLR 03.5003
Tunosble ¢M3VIKO-XVIMM‘-I€CKVIE CBOMCTBaA
MNokasarenu Mertopa ucnbitTaHUuA 3HaueHusa
MNnotHocTb Npu 20°C, r/mn EN ISO 3675 0.852
KunHemaTuueckan BasKkocTb npu 100°C, mm?%/c EN ISO 3104 10.1
KunHemaTuueckan BaskocTb npu 40°C, mm?/c EN ISO 3104 54.0
MHAeKC BAZKOCTH ISO 2909 175
TemnepaTypa BCAbIWKK B OTKpbITOM TUrNe °C EN ISO 2592 220
Temnepatypa 3amep3aHus, °C ISO 3016 -39

3HayYeHUn NpMBeAEHHbIE Bblle ABAAKOTCA TUMUYHBIMUM AR 3TOro NPOAYKTA, NOKA3aTeNn MOryT HE3HAYUTENbHO U3MEHATLCSA, B COOTBETCTBUM CO
cneumdmrKaumen Ha gaHHOe Macna

3p,0pOBbe, be3sonacHocCTb 1 XpaHEHVIe

OCHOBbIBAACb HA UMELWMICA MHPOPMALMM, NPOAYKT He OKaXKeT HeraTMBHOrO BO3AEWCTBMA HA 340pOBbe, NpU
MCNO/Ib30BaHUM NO Ha3HAYEHUIO

Ona 6onblien nHoopmaumm, MSDS, Ycnosus XpaHEHMA U CPOK FOAHOCTM NOCeTUTE CalT: www.prista-oil.com

Version: 01/05/2020



